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Heavy Duty Rinse Additive

RECOMMENDATIONS:

A concentrated blend of low foaming surfactants and unique sequestering agents. It
reduces surface tension and breaks down water droplets allowing for accelerated “spot
free” results. Recommended for use on all tableware including glasses, plates, pots,
pans, stainless steel, silverware and crystal. Effective in all water conditions.

KEY FEATURES/BENEFITS:
Concentrated rinse additive which produces and maintains consistent sparkling
wares.

DIRECTIONS:

Electronically metered into final rinse water. For effective operation consult your
representative for program details.
FOR INDUSTRIAL USE ONLY.

PHYSICAL PROPERTIES:

Physical State: Liquid
Appearance: Blue liquid

Odour: mild

pH: 9.5-10.5

Specific Gravity: 1.01-1.02
Solubility in Water: Very Soluble
Viscosity: min. 40 cps

SIZES:

Concentrated Formula
42573: 4/4L

SDS AVAILABLE UPON REQUEST #0263

Armstrong Manufacturing Inc. 866.627.6588

2485 Haines Road, Mississauga, ON L4Y 1Y7 www.armstrongmanufacturing.com

Additif de Ringage Grande Puissance

e dditive which prod d maintains
consistent sparkling wares.

Ringage additif concentre qui maintient la porcelaine
constamment étincelante.

42573

Concentrated Formula /Formue concenrée

Keeping Canada Clean™
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Heavy Duty Rinse Additive
R ECOM MAN DATIONS Additif de Ringage Grande Puissance
: Cx ddit which prod \d maintains
Un mélange concentre de mousse en surface et d’unique agents isolants. Réduit la e

tension en surface et renverse les gouttes d’eau permettant un résultat de séchage S
accéléré «sans taches». Recommandez pour laver tous les articles de table, incluant

verres, assiettes, vases, casseroles, aciers inoxydables, argenteries et cristal. Efficace L
dans n’importe quelle condition d’eau. 42573

PRINCIPALES CARACTERISTIQUES / AVANTAGES :

Rincage additif concentre qui maintient la porcelaine constamment étincelante.

DIRECTIONS :

Compter électroniquement dans le ringage final a I'eau. Pour une action efficace
consulter votre représentant pour plus de détails sur le programme.
POUR USAGE INDUSTRIEL SEULEMENT.

PROPRIETES PHYSIQUES :
Etat physique : Liquide

Aspect : Liquide bleu

Odeur : doux

pH :9,5-10,5

Gravité spécifique : 1.01-1.02

Solubilité dans I'eau : Trés soluble
Viscosité : Min. 40 cps

FORMATS:

Formule concentrée
42573: 4/4L

FICHE SIGNALETIQUE SUR DEMANDE #0263
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